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System Dimensions (HxWxD) 574 x 360 x 104 mm

Weight of system (including fi lters) 5.8kg

Air Flow, 5 speeds (m3/h) 60,73, 87, 109, 170

Sound pressure levels, each fan speed (dB) 45, 48, 51, 60, 64

Power Requirements 220-240V, 50/60Hz, 2A 

Power Consumption (watts) 7,10,14,40,70

Electrical Safety certifi cation: TUV, GS, CE

Motor Single motor: encased brushless DC motor, thermal 
and overcurrent protection, designed for low noise,  
long-term continuous use at high RPM

Air intake / outlet Sides / Top

Control panel Capacitive touch

Sensors EnviroSmart™ - VOC, audio and motion

Housing material UV stabilized ABS

Operating temperature / humidity level 10-40°C - up to 60%

Area Coverage 15-25m2

Warranty 3 Year Limited Warranty

SPECIFICATIONS

PRODUCT CODES CONFIGURATIONS
Floor standWall mount Recess wall mount

Code Dimensions

Wall mount 9540401 574 x 360 x 104 mm

Recess kit 9540802 641 x 426 x 76 mm

Floor stand 9540901 406 x 386 x 203 mm

AeraMax Pro AM2 CLEANS UP TO 25 M2

Standard Filter
Confi guration Full True HEPA Filter Full Carbon Filter

(High Odour/VOC) Pre-Filters

Filter Type 45mm fi lter containing 
50% Carbon & 50% True HEPA 45mm True HEPA fi lter 45mm Carbon Filter Replacement Pre-Filter

Estimated 
Filter Life 12 Months 12 Months 12 Months 6-12 Months

Pack Size 1 Pack 1 Pack 1 Pack 4 Pack

Item Numbers 9544501 9544301 9544601 9608401


