
WONDERFUL STEREO

The OM SYSTEM WS Series are compact and versatile stereo 
voice recorders, perfect for capturing personal notes and 
conversations on the go. Their innovative design and advanced 
technology make them ideal for students and professionals alike, 
ensuring high-quality recordings every time.

THE NEW WS SERIES

Impressive Array of Playback Functions to support listening and learning                                                                                     Usability for easy use

High Quality Recording eliminating extraneous noise                                                        PCM Recording Function added for even clearer recording

FEATURES

Additional Features:
• Multi-function Stereo Recorder
• True Stereo Mic System
• Simple Mode
• Stereo Recorder
• 7 Recording Scenes

• Calendar Search
• Voice Balancer
• Noise Cancel
• Lowcut Filter
• Built-in Stand



To learn more about OM SYSTEM & Olympus products, 
please visit https://explore.omsystem.com

*Specifications and appearances are subject to change without any notice or 
obligation on the part of the manufacturer. 

*The colors of products printed herein may differ from those of the actual products. 

*All other company and product names are registered trademarks and/or trademarks 
of their respective owners.

*The date herein is as of March 2023. © 2023 OM Digital Solutions

MODEL NAME WS-882 WS-883

MICROPHONE 2 high-quality stereo microphones (directional)

BODY COLOUR Silver Black

INTERNAL MEMORY 4 GB 8 GB

EXTERNAL MEMORY Micro SD/Micro SDHC Card (up to 32 GB)

RECORDING MODE

[MP3] 
128 kbps/44.1 kHz sampling stereo 
64 kbps/44.1 kHz sampling mono 
8 kbps/11.025 kHz sampling mono 

[PCM] 
22.05 kHz sampling 16 bit mono

MAXIMUM RECORDING TIME Up to 1040 hrs* Up to 2080 hrs*

CHARGING FUNCTION No Yes

BOX CONTENT 2x Alkaline Batteries 2 Ni-MH Batteries (AAA)

BATTERY LIFE Up to 110 hrs**

PC INTERFACE USB2.0 Hi-Speed Mass Storage Class 

PC CONNECTION  direct connection via integrated USB stick 

SPEAKER Built-in ø 20 mm round dynamic speaker, Max. working output: 250 mW

EARPHONE JACK φ 3,5 mm, Impedance: 8 Ω or more

MICROPHONE JACK φ 3,5 mm, Impedance: 2 kΩ

FREQUENCY RESPONSE
VIA BUILT-IN MIC

70 Hz ~ 17.000 Hz 
※Frequency response upper limit is set by recording mode during MP3-format recording.

FREQUENCY RESPONSE
VIA MIC JACK

[MP3] 
128 kbps: 40 Hz ~ 17.000 Hz 

64 kbps mono: 40 Hz ~ 15.000 Hz 
8 kbps mono: 40 Hz ~ 3.500 Hz 

[PCM] 
40 Hz ~ 11.000 Hz

FREQUENCY RESPONSE
DURING PLAYBACK

30 Hz ~ 20.000 Hz 
※Frequency response upper limit is set by recording mode during MP3-format recording.

SUPPORT OS Windows 8.1/10/11 
macOS 10.12 to 10.15/macOS 11/macOS 12/macOS 13

DIMENSIONS 111.5 mm x 39 mm x 18 mm

WEIGHT 77 g

RECORDING LEVEL High / Low  / Intelligent Auto

RECORDING SCENES Dictation, Meeting, Conference, Duplication (Timer & Auto Divide), Telephone Recording

FURTHER RECORDING OPTIONS Low Cut Filter, Voice Activated Recording (VCVA), Voice Sync, Up to 99 Index marks per file

PLAYBACK FILTERS Noice Cancelling , Voice Balancer

PLAYBACK FUNCTIONS Voice Changer, Speed Control, Shadowing, Random, Repeat

DATA ORGANISATIONS Serveral Folder options + Calendar Search Function

SPECIFICATIONS

** Based on when using Alkaline Batteries* Depends on Recording Format

WS SERIES


